
–  For Cutting Machines

UWT 2 vs (optional UMS 4 + 514.1) 
Electric driven hose coiling reel with foot pedal for 
easy winding and unwinding of hoses up to 11/4" optional  
with length measuring device incl. foot stand.

RPM per Pedal 
0 to 61 RPM 

mandrel adjustment  minimum Ø 330  

  maximum Ø 730 mm 

Maximum Load  80 kg 
L x W x H  800 x 900 x 1 600 mm 
Weight  70 kg 

UMS 4 + 514.1 (floor stand) 
Hose measuring tool up to 11/4",  
01 OD Ø 65 mm can be mounted in front  
of the cutter or on a hose coiler.

Measures up to 999,99 m 
tolerant    2 - 7% 
L x W x H 250 x 260 x 120 mm 
Weight 5 kg 
Metric unit only 

329.1 (for EM 6 M) | 323.1 (for EM 8)
Resettable cutting counter

UHG 14 + UHG 14 ext
UHG 14 Hose guide 2 000 mm and  
UHG 14 ext. extension guide 1 000 mm  
for all cutting machines
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Options and Accessories



Technical Data

778.2  
Wheel option for TU

513.1 (Accessories) 
Plate for USH 4

URU 2 
URU 2 with accessories roller kit 408.2 
max. width: 500 mm, max. Ø: 85-1000 mm

TU 
Workbench for miscellaneous machines  
(84 x 71 x 75 cm) 
Max. load: 800 kg 

UAT 4  
Hose winder for storing hoses 
Ø 1200 mm 
L x W x H  820 mm x 900 mm x 1600 mm

Max. load 80 kg 
Weight  70 kg

Center pin set up 
Smallest Ø 277,5 mm 
Biggest Ø 577,5 mm

USH 4-5   
Hose winder for the easy storage of your hydraulic hoses,  
up to seven levels. 

cage-Ø outside/inside  820/760 mm 
external dimension  1000 mm 
level high  310 mm

Cage ultimate load  80 kg

513.1:  
Plate with fixing bolts 
USH 4-5 Height 1 650 mm
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