
Technical Data

*  According to the manufacturer.

The UNE 10, UNE 115 and the new UNE 200 are high-performance tools for production and workshops. With these machines, it is 

possible to both push in and pull out fittings up to 3 inches - including high-pressure hoses with the UNE 200. The innovative rapid tool 

slide with double holder enables bent and straight fittings to be pushed in without changing tools and ensures simple and time-saving 

processes.

UNE 115UNE 10

Preloading Safety control 

coupled to foot pedal.

Description

Secure clamping unit. Axially adjustable clamping 

unit - prevents bending of 

small hose dimensions.

UNE 10 | UNE 115 | UNE 200

UNE 200

NEW

Auto clamp system - only for 

the UNE 200.
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Technische Daten UNE 10 UNE 115 UNE 200

Control A one hand A foot pedal A two hand

Max. nipple insertion

(OD fitting, straight or elbow)

< 2"* < 3"* < 6"* 

Piston stroke (mm) 100 200 320

Hose Ø max. OD (mm) 80 120 200

Drive 6 bar pneumatisch 8 bar pneumatisch 3 kW 3~VAC

Insertion force (kN) 5,1 8 90

Clamping force (kN) 5,1 8 up to 500

L x W x H (mm) 600 x 810 x 310 625 x 1,185 x 320 1,300 x 750 x 1,550

Weight (kg) 35 100 580


